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TRENFHAARECLFRAS131-PL

Standard Configuration to Mild Steel Scale
body Indicator AS131-PL

TEMFHAREC (Y FRAS131-88
. Standard Configuration to Stainless Steel
Scale body Indicator AS131-SS

TN/TNS Series Bench Scale
TN/TNSE5I & FF

HERES, BES, Sk, HEEN

High precision weighing, High intensity, Strong structure, Beautiful appearance
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TN/TNSEF &
TN/TNS Series Bench Scale

ZRT R BB/ T HREERE, SWILK, BES, SMEEN, EAEE, 400x500, 600x800R T
wEA MR, FHMEEERBS, TERARERESE.

This series scale body is welding by mild steel/stainless steel circle pipe, the structure is solid, high strength, beautiful
appearance, suitable for a wide range, scale in 400=x500, 600x800 size can match with stretching pan.The main frame of scale
body can be made by round tube or square tube.

m FEARIBIR Specification

EMEER Accuracy Grade
RESERE Weighing Range 30kg~600kg
TERE HERBT{FE Weighing Indicator -10°C ~ +40C
Working Temperature ik % {38 Scale and Load Cell -20°C ~ +50°C
AARTE B Relative Humidity <95%(FILEE) Free of Moisture Condensation
T R AC 100 S40VAG S0150He wide votage nput
Power Suppl 5

- B OC ﬁgﬁkz?ntga}}téfj@e rechargeable batteries (option)
B iPEey Protective Grade FHAIP65/{X3RAS131-PL, P54/ FRAS131-SS,IP65
e Load Cell L6E/B6E/LBES/BEES/L6G/BMBG/LEW/L6F/BEF

B IJEEYEE Functional features

O EEREHIE Round pipe welded structure
= VAR E SV U] Beautiful and novel structure

B RS Model & Specification

i AFEE Capacity (kg)
BISHIAE Type
30 kg 60 kg 150 kg 300 kg 600 kg

TN/TNS3030 * * *

TN/TNS4040 * * *

TN/TNS5050 * * *

TN/TNSB060 * * *

TN/TNS3040 * * *

TN/TNS4050 * * *

TN/TNS4660 * * *

TN/TNS5070 * * *

TN/TNSE080 * * * *
#eEST BEE( Verification Interval ) e=(g) 10 20 50 100 200

. TPNNEASERST (3030FFREER 4300 x300mm ) Remark: Dimension in the table is for the pan(3030 means the base and pin dimension is 300x300mm)



	TN-TNS 1.pdf
	TN-TNS 2.pdf

